9/20/21, 4:16 PM Swisspearl Largo Avera — Swisspearl Swiss Premium Fagades

SWISS
peart.

cloudy
vibrant
vivid

Swisspearl Largo Avera
Authentic and vibrant

Averais a through colored fiber cement panel that attains an unparalleled natural texture as a result of the dynamic production process.
The transparent coating creates a vibrant surface appearance with a varied texture and dynamic color tones.

Wide range of design possibilities
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Design, colors and formats

Swisspearl Largo Avera — Swisspearl Swiss Premium Fagades

Averais a through colored fiber cement panel that attains an unparalleled natural texture as a result of the dynamic production process. The transparent
coating creates a vibrant surface appearance with a varied texture and dynamic color tones. The standard HR (high-resistance) coating also gives the panels
excellent scratch resistance and protection against heavy soiling as well as graffiti.
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Product benefits and specifications

Panel sizes

Swisspearl Largo (large size panels):

Arbitrary panel size up to a maximum size of 3050 x 1250 mm, thickness 8 mm. Largo panels
can also be used for the interior.

Swisspearl Linearis (slat panels):
4 different panel sizes, thickness 8 mm.

Swisspearl Modula (overlap panels):
2 different panel sizes, thickness 8 mm.

For a detailed summary of the sizing and color options, please refer to our delivery program.

Colors
A wide standard range of 9 colors.

Installation
The whole range from flat layer to lapped coverings, with face or concealed fastening. Detailed
information refer to our DIM (Design & Installation Manual).

Fire classification
A2-s1,d0

Environmental certifications / Norms
Environmental Product Declaration according to ISO 14025 and EN 15804
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