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SWISS
peart.

Swisspearl Largo Incora
Stylishly authentic with a natural contrast

The innovative Incora fagade panel stands out through a vivid spreading pattern and a uniquely balanced interplay of colors. The high
quality of every single panel is apparent in the details of the individualized appearance, which is the result of the balanced spreading
technique. The large size facade panels are ideal for anyone who want an out-of-the-ordinary finish but also needs optimum functionality.
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The right balance
Design, colors and formats

Swisspearl Largo Incora — Swisspearl Swiss Premium Facgades

During the manufacturing process, the still-moist panels are sprinkled with high-quality granulated marble that gives them a unique and dynamic look. Every

Incora panel is one-of-a-kind. The granulate becomes perfectly embedded into the fiber matrix as the panels are pressed. To ensure longevity, in a final step

the panels are finished with a transparent high-scratch resistant coating that also serves as protection against weather and UV radiation.

IN100

IN 090

Product specifications

Panel sizes

Swisspearl Largo (large size panels):

Arbitrary panel size up to a maximum size of 3050 x 1250 mm, thickness 8 mm. Largo panels
can also be used for the interior.

Swisspearl Linearis (slat panels):
4 different panel sizes, thickness 8 mm.

Swisspearl Modula (overlap panels):
2 different panel sizes, thickness 8 mm.

For a detailed summary of the sizing and color options, please refer to our delivery program.

Colors
Incorais available in two natural cement colors.

Installation

Incorais easy to use and can be installed as either flush or lapped cladding. It can be mounted
by using either visible or concealed fasteners. Refer to our Swisspearl Largo and Linearis
Design & Installation Manual (DIM).

Fire classification
A2-s1,d0

Environmental certifications / Norms
Environmental Product Declaration according to ISO 14025 and EN 15804
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